
Description Information

Power Supply Option 5 pin 16 amp three phase
5 pin 32 amp three phase
400 Vac (L1=14 L2=14 L3=14)

Electrical Power Cord 2m power cord at the rear of the unit

Energy Consumption 9.6kW 

75-300°CTemperature Range

Smooth - Mild steelGriddle Surface Type

2Heating Zones

External Dimensions WxDxH 895 x 695 x 465mm

Surface Cooking Area 890 x 690mm (6141cm2)

Cooking Height 320mm

Weight of Griddle 114kg

 GRIDDLE 900E SMOOTH TOP
PRODUCT SPECIFICATIONS

Part of our core range the Griddle 900E Mild Steel can be 
customised with optional accessories to suit your 
kitchen and operational requirements.

T: +44 (0) 1480 811 000

E: info@synergygrill.com

W: synergygrill.com

• Stainless steel construction - cooking surface mild steel
•   
•  

SMART control technology
 

•  

Two digital displays with touch button control

•  

10 temperature settings set between 75-300°C
 

•   

Two variable heat zones
•  Fast heat up 10 - 12 minutes
•  Output: 280, 12cm diameter burgers per hour 

•   

Extra high food retaining surround
High capacity fat tray 2.2 litre
 •   Accessories available: Garnish Rail and Mobile Tablee


